
SS Surface Carrier

Unattached Valve Box

Cut Off Valve Low 
Point Drain

Installation Option

304 Stainless Steel
(SMSS)

316 Stainless Steel
(SMSS316)

Material Type:

Black Iron
(SM)
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Most Dependable Fountains, INC.
5705 Commander Dr. PO Box 587

Arlington, TN 38002
Phone: (901-867-0039)

www.mostdependable.com

1" = 1'-0"
1 195 SM&SMSS

1" = 1'-0"
2 Top View

Bottle Filler

10" Pipe

3/8" Nylon Reinforced 
Nylonbraid Tubing

1 1/2" PVC

1/2" MIP (Supply Water)

*Optional SS 
Surface Carrier*

4" Concrete Slab

Drain Line By Others

Supply Line By Others

Bolt Centered Under
Bottle Filler

Access Door

Bike Stand with Tools
(Located on Back)

Bike Pump

Color Selection:

Approval Signature:

TOOLS INCLUDED:

• 1- Phillips Screw Driver
• 1- Standard Screw Driver
• 1- 6″ Cresent Wrench
• 1- 10″ Cresent Wrench
• 1- Metric Hex Key Set
• 2- Lever Tire Tools
• 7- Stainless Steel Cable Assemblies


